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SCOPE

Magryn & Associates have been engaged to undertake structural calculations and
specify fixings to install Knotwood Aluminium Cladding Boards to various wall materials
in various regions of Australia. This is to specify and certify the structural adequacy of
the fixings and comply with the current relevant Australian Standards.

GENERAL
Knotwood Cladding is an interlocking, aluminium cladding system and is available in
150mm (KWDC150), 100mm (KWDC100) and 90mm (KWDC90) wide boards. The

cladding boards are manufactured from 6060-T5 Aluminium alloy.

This certification is for the wall fixings only; the structural adequacy of the Aluminium
cladding boards has not been checked by Magryn & Associates.

The structural calculations have been undertaken for the 150mm wide cladding board
(KWDC150), fixings for the smaller cladding boards are to be similar.

Design loads considered are self-weight and wind suction for Regions A, B and C in
Australia. The fixings have been designed to be installed to steel stud, concrete and
masonry walls.

The structural calculations are based on information and drawings provided by
Knotwood Pty Ltd.

DESIGN STANDARDS

Calculations have been undertaken in accordance with the following Australian
Standards and conditions.
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Fixing into concrete wall:
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Wind Region A Wind Region B Wind Region C
Concrete Hilti HRD 8 Hilti HRD 8 Hilti HRD 8
2 Grade N25 Frame Anchors Frame Anchors Frame Anchors

at 3600mm centres

at 2300mm centres

at 1600mm centres

Alternatively:

Hilti HUS 3-8
Screw Anchors
at 3600mm centres

Hilti HUS 3-8
Screw Anchors
at 2300mm centres

Hilti HUS 3-8
Screw Anchors
at 1600mm centres

e Nominal embedment depth to be 50mm.
e Minimum thickness of concrete to be 100mm.

e Minimum distance from the concrete edge to be 70mm

Anchors and 50mm for Hilti HUS3 Screw Anchors.

Fixing into masonry wall:

for Hilti HRD Frame

Wind Region A

Wind Region B

Wind Region C

Solid clay brick

Hilti HRD 8
Frame Anchors
at 1600mm centres

Hilti HRD 8
Frame Anchors
at 1000mm centres

Hilti HRD 8
Frame Anchors
at 700mm centres

Alternatively:

Hilti HUS 3-8
Screw Anchors
at 3600mm centres

Hilti HUS 3-8
Screw Anchors
at 2300mm centres

Hilti HUS 3-8
Screw Anchors
at 1600mm centres

Perforated clay
brick

Hilti HRD 10
Frame Anchors
at 2600mm centres

Hilti HRD 10
Frame Anchors
at 17700mm centres

Hilti HRD 10
Frame Anchors
at 1100mm centres

Hollow concrete
block

Hilti HRD 10
Frame Anchors
at 1600mm centres

Hilti HRD 10
Frame Anchors
at 1000mm centres

Hilti HRD 10
Frame Anchors
at 700mm centres

e Nominal embedment depth to be 50mm for Hilti HRD Frame Anchors and
60mm for Hilti HUS3 Screw Anchors.
e Minimum edge distances to be 100mm from the masonry wall edge, 40mm
from vertical masonry mortar joints, and 20mm from horizontal masonry
mortar joints.
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